
TCH
Automatic Machine to

Apply Nailheads 
with Prongs

Main Features

Apply nailheads with prongs on
textile and leather

Detects missing nailheads

Nailheads from 2mm to 8mm

Maximum Working Area: 450mm x 550mm

Automatic setting with high precision
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Optional
Feeders

> Choose the appropriate feeder for 
your designs and make drawings 
with di�erent sizes, changing only 
the feeder.

Technical Specifications
Type

Working Area

Panel

Pressure Control

Dimensions

Air Compressor Required*

Nailheads Size

Column

Up to 450mm x 550mm

Touch Screen Tablet with Windows OS

Manual pneumatic regulator

from 2mm to 8mm

1000mm x 900mm x 125mm

*Minimum 50 liters / minute

Other Features
Faster with less manual operations
> Fully automatic. The only manual operation is the replace of 

the material where the nailheads will be applied

Can always repeat the same pattern exactly as in the design
High quality precision
>

Pedal for manual application

Compatible Software - GEM by 
Pulse (Minimum Level Creator)

Produce your designs in minutes and send them to the GEMfix machine and embroidery machine simultaneously, 

greatly reducing production times.

Open embroidery files (.dst) and easily combine embroidery with rhinestones.

gem�x@tajiservi.pt

+351 252 820 219+351 252 820 210

www.gem�x.ptPortugal
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